
(application not for legal trade) 

  

Electronic crane scale 

series   KS-II / KS-III  
Properties 

 available capacities from 600kg up to and included 
15.000kg (see table below)  

 clearly readable LED-display: 
KS-II  30 mm character height 
KS-III 40 mm character height 

 painted aluminium housing 

 included 360° freely swiveling hook 

 supplied with wireless remote control  

 power: internal, rechargeable battery + net adaptor  

 operating time (with fully charged battery) approx. 100 
h (± 8 h of charging time)  

 operating temperature: -10°C ~ +40°C  

 maximal safe load up to 125% of total capacity  

 division at choice: standard or 2x more accurate  

 full capacity range tare function  

 hold function (weight indication will remain on display 
after load is removed)  

 version not for legal trade 

type KS-II-600 KS-II-1500 KS-III-3000 KS-III-5000 KS-III-10000 KS-III-15000 

capacity 600 kg 1500 kg 3000 kg 5000 kg 10000 kg 15000 kg 

division 0.2 kg 0.5 kg 1 kg 2 kg 5 kg 5 kg 

min. weight 4 kg 10 kg 20 kg 40 kg 100 kg 100 kg 

nett weight 13 kg 13 kg 14 kg 24 kg 35 kg 35 kg 

 



 

Dimensions in mm: 

Type A  B C D E F G 

KS-II-600 260 195 47 34 530 76 200 

KS-II-1500 260 195 47 34 530 76 200 

 
Type B G H L L1 L2 D2 D1 ØF Ød 

KS-III-3000 120 163 198 462 196 40 50 50 76 23 

KS-III-5000 120 163 198 511 204 47 60 52 80 26 

KS-III-10000 135 181 206 678 239 66 70 56 90 36 

KS-III-15000 135 181 206 767 257 77 85 60 135 47 
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