
 

model  LP-1000  

   

Specifications 

 thermal labelprinter to be connected to 

weighindicator series HP/HPR  

 built in graphic LCD display 128 x 64 pixels for 

message indication  

 quick and easy replacement of the labelroll  

 printing method: direct and thermal transfer  

 resolution 203 dpi (8 dots per mm)  

 paperwidth 25,4 up to 118 mm, roll diameter up to 

208,3 mm  

 label length from 5 up to 2286 mm  

 printing speed up to 200 mm / sec.  

 thermal ribbon: internal diameter 25,4 mm, length 

600 mtr, witdth from 25,4 up to 114,3 mm  

 fonts: 8 alphanumeric bitmaps  

 printable barcodes:  

1D barcode: code 39, 93, 128ECC, 128 subset 

A,B,C, Codabar, Interleave 2/5, EAN-8, EAN-13, 

EAN-128, UPC-A,UPC-E, EAN e UPC 2(5), MSI, 

Plessey, Postnet, China Post. 

 2D barcode: PDF-714, Maxicode, DataMatrix, QR 

code.  

 permanent memory 4 mB  

 interfaces: RS232C, Centronics (SPP mode), or 

USB2  

 standard software for the creation of customised 

labels with logos, images, weight data, and bar 

codes  

 dimensions 270 x 308 x 505 mm (w x h x l)  

 weight 18 kg  

 operating temperature 5 - 40 °C, operating humidity 

from 20% up to 85%, non condensing 

Labelprinter 

 
The quick emission of labels, the high printing resolution and the compact 

size make it suitable for printing in any industrial environment. 


